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(57) ABSTRACT

A single external power supply variable speed induction
motor and a control method thereof are disclosed. An induc-
tion motor includes: a stator in which coils directly connected
to a single-phase or 3-phase or more systematic power supply
are wound; a rotor that is supported to be rotatable in the
stator; a power conversion device that is attached to the rotor
and controls a rotor current without connection of a separate
external power supply; and a control circuit that is connected
to the power conversion device and controls the power con-
version device.

19 Claims, 14 Drawing Sheets
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1
VARIABLE SPEED INDUCTION MOTOR
WITH SINGLE EXTERNAL POWER SUPPLY
AND CONTROL METHOD THEREOF

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to Korean Patent Applica-
tion No. 10-2011-0090854, filed on Sep. 7, 2011, and all the
benefits accruing therefrom under 35 U.S.C. §119, the con-
tents of which in its entirety are herein incorporated by ref-
erence.

BACKGROUND

1. Field

The present disclosure relates to an induction motor and a
control method thereof, and more particularly, to a single
external power supply variable speed induction motor and a
control method thereof.

2. Description of the Related Art

A general induction motor is an alternating current motor
which is directly connected to a 3-phase power supply to be
started by direct online. However, when an inducer is directly
operated, an inrush current is large. Accordingly, in a case of
a large capacity induction motor, the direct online is difficult,
and a speed control is also difficult. For the speed control and
the initial start, an inverter has to be used in the induction
motor. However, when the inverter is used, there is a defect of
causing harmonics of a systematic power supply on charac-
teristics of the inverter. To supplementing this, it is general to
connect the inverter to a converter. FIG. 1 shows a direct
online start driving system of a general squirrel cage induc-
tion motor. Since a power conversion device is not used
between a 3-phase systematic power supply and an induction
motor, it is possible to drive the motor with the lowest cost.
However, there is a defect that it is difficult to control a speed
of the motor, and overcurrent flows at the time of initial start
of the motor.

To control the speed of the induction motor, generally, an
inverter is used. An alternating current voltage source neces-
sary for the inverter may be configured by using a low-cost
diode rectifier. FIG. 2 shows a driving system using such a
diode rectifier. In such a case, although an induction motor is
driven at a variable speed, there a defect that harmonics dras-
tically occurs in a systematic power supply due to the diode
rectifier.

To satisfy harmonic standard of the 3-phase power supply
while driving the induction motor at the variable speed, a
structure of attaching a PWM converter between the inverter
and the systematic power supply may be used. This is shown
in FIG. 3. In such a configuration, it is possible to lower a
harmonic ratio of the systematic power supply while driving
the induction motor at the variable speed. However, the sys-
tem with such a structure requires a high cost.

A doubly feed driving system with a structure similar to the
structure shown in FIG. 3 may be used as shown in FIG. 4. In
the structure, a stator is directly connected to a 3-phase power
supply, and rotor coils are connected to the systematic power
supply through a separate power conversion device. In this
case, the power conversion device connected to the rotor has
to enable the power to flow in two ways, and thus the con-
verter has to be used with the inverter. To connect the wires of
the rotor to the power conversion device, an additional con-
nection structure such as a slip-ring is necessary for the motor.
Korean Patent Publication No. 1998-087820 discloses a
multi-slip-ring device and a control method thereof in which
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it is possible to drive loads only by several slip-rings with no
limit to the number of loads provided in a rotation device
according to a control by a communication method using an
electronic control device. The multi-slip-ring device includes
first to third power supply slip-rings and first and second
communication slip-rings, which are fixed to a rotation shaft
to rotate in cooperation with the rotation shaft and are dis-
posed at a predetermined distance, and first to fifth brushes
that come in contact with outer circumferential edges of the
slip-rings and transmit 3-phase power and control signals to
the slip-rings. As described above, to transmit the power to the
rotor, it is essential to directly connect the external 3-phase
systematic power supply.

SUMMARY

According to an aspect of the present disclosure, it is pos-
sible to minimize the power conversion device necessary to
drive the induction motor at the variable speed. That is, it is
possible to control a rotor current without connection of a
separate external power supply.

Although the induction motor is directly connected to the
systematic power supply, it is possible to perform a variable
speed control through a proper control of the power conver-
sion device.

In addition, it is possible to keep a harmonic ratio of the
systematic power supply very low.

A representative configuration of the present disclosure to
achieve the object is as follows.

According to an aspect of the present disclosure, there is
provided an induction motor including: a stator in which coils
directly connected to a single-phase or 3-phase or more sys-
tematic power supply are wound; a rotor that is supported to
be rotatable in the stator; a power conversion device that is
attached to the rotor and controls a rotor current without
connection of a separate external power supply; and a control
circuit that is connected to the power conversion device and
controls the power conversion device.

According to another aspect of the present disclosure, there
is provided an induction motor including: a stator in which
coils directly connected to a single-phase or 3-phase or more
systematic power supply are wound; a rotor that is supported
to be rotatable in the stator; a contactor that is attached to a
rotor shaft to allow an electric current to flow in the rotor from
the outside; a power conversion device that is connected to the
rotor through the contactor out of the rotor and controls a rotor
current without connection of a separate external power sup-
ply; and a control circuit that is connected to the power
conversion device and controls the power conversion device.

In the induction motor, the power conversion device may
be an inverter using a power element.

In the induction motor, the power conversion device may
be connected to a load, and an insulated voltage may be
transmitted to the load.

In the induction motor, the control circuit may include: a
outer controller that generates a torque command necessary
to drive the induction motor; a rotor DC-link voltage control-
ler that generates a power command of the rotor on the basis
of'a DC-link voltage of the power conversion device; a current
command generator that generates a rotor current command
on the basis of the generated torque command and/or the
generated rotor power command; and a current controller that
generates a voltage command on the basis of the generated
rotor current command, the DC-link voltage, and the rotor
current, wherein the power conversion device may apply a
voltage to the rotor on the basis of the generated voltage
command.



US 9,257,933 B2

3

In the induction motor, the rotor current command may
include a d-axis current command and a g-axis current com-
mand, and the current command generator may generate the
g-axis current command on the basis of the torque command,
and may generate the d-axis current command on the basis of
the power command of the rotor and the q-axis current com-
mand, to generate the rotor current command.

In the induction motor, the rotor current command may
include a d-axis current command and a g-axis current com-
mand, and the current command generator may generate the
g-axis current command on the basis of the torque command,
and may generate the d-axis current command on the basis of
the power command of the rotor, to generate the rotor current
command.

In the induction motor, the rotor current command may
include a d-axis current command and a g-axis current com-
mand, and the current command generator may generate the
d-axis current command and the g-axis current command on
the basis of the torque command and the power command of
the rotor, to generate the rotor current command.

In the induction motor, the outer controller may include a
speed feedback controller that controls a speed of the rotor.
According to another aspect of the present disclosure, there is
provided a control method of an induction motor, the method
including: generating a torque command necessary to drive
the induction motor including a stator in which coils directly
connected to a single-phase or 3-phase or more systematic
power supply are wound, a rotor that is supported to be
rotatable in the stator, a power conversion device that is
attached to the rotor and controls a rotor current without
connection of a separate external power supply, and a control
circuit that is connected to the power conversion device and
controls the power conversion device; generating a power
command of the rotor on the basis of a DC-link voltage of the
power conversion device; generating a rotor current com-
mand on the basis of the generated torque command and/or
the generated rotor power command; generating a voltage
command on the basis of the generated rotor current com-
mand, the DC-link voltage, and the rotor current; and apply-
ing, by the power conversion device, voltage to the rotor on
the basis of the generated voltage command to control the
rotor current.

In the control method of the induction motor, the rotor
current command may include a d-axis current command and
a g-axis current command, and in the generating of the rotor
current command, the g-axis current command may be gen-
erated on the basis of the torque command, and the d-axis
current command may be generated on the basis of the power
command of the rotor and the g-axis current command, to
generate the rotor current command.

In the control method of the induction motor, the rotor
current command may include a d-axis current command and
a g-axis current command, and in the generating of the rotor
current command, the g-axis current command may be gen-
erated on the basis of the torque command, and the d-axis
current command may be generated on the basis of the power
command of'the rotor, to generate the rotor current command.

In the control method of the induction motor, the rotor
current command may include a d-axis current command and
a g-axis current command, and in the generating of the rotor
current command, the d-axis current command and the g-axis
current command may be generated on the basis of the torque
command and the power command of the rotor, to generate
the rotor current command.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other aspects, features and advantages of the
disclosed exemplary embodiments will be more apparent
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from the following detailed description taken in conjunction
with the accompanying drawings in which:

FIG. 1 is a diagram illustrating a direct online start driving
system of a squirrel cage induction motor of the related art;

FIG. 2 is a diagram illustrating an inverter driving system
for controlling the squirrel cage induction motor of the related
art;

FIG. 3 is a diagram illustrating an inverter-converter driv-
ing system for controlling the squirrel cage induction motor
of the related art;

FIG. 4 is a diagram illustrating a control doubly feed driv-
ing system of a wound induction motor of the related art;

FIG. 5 is a diagram illustrating a induction motor driving
system with single power supply according to an embodiment
of the present disclosure;

FIG. 6 is a diagram illustrating a signal power supply
induction motor driving system using a PWM inverter
according to an embodiment of the present disclosure;

FIG. 71is adiagram illustrating an inverter integrated induc-
tion motor driving system with single power supply accord-
ing to an embodiment of the present disclosure;

FIG. 81is adiagram illustrating an inverter integrated induc-
tion motor driving system with single power supply using a
PWM inverter according to an embodiment of the present
disclosure;

FIG. 9 is a diagram illustrating an inverter integrated signal
power supply induction motor driving system connected to a
load according to an embodiment of the present disclosure;

FIG. 10 is a diagram illustrating an equivalent model of a
single power supply induction motor according to an embodi-
ment of the present disclosure;

FIG. 11 is a diagram illustrating a power flow of a single
power supply induction motor according to an embodiment of
the present disclosure;

FIG. 12 is a diagram illustrating a control circuit configu-
ration of a single power supply induction motor according to
an embodiment of the present disclosure;

FIG. 13 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to an embodiment of the present
disclosure;

FIG. 14 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to another embodiment of the
present disclosure; and

FIG. 15 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to still another embodiment of the
present disclosure.

DETAILED DESCRIPTION OF MAIN
ELEMENTS

1: alternating current power supply

10: induction motor

100: stator

200: rotor

300: power conversion device

400: control circuit

410: outer controller

420: rotor DC-link voltage controller

421: voltage controller (PI)

430: current command generator

431: first current command generating module
432: second current command generating module
433: third current command generating module
434: fourth current command generating module
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440: current controller
500: load

DETAILED DESCRIPTION

The present disclosure will be described in detail with
reference to the accompanying drawings illustrating specific
embodiments as examples to embody the present disclosure.
The embodiments will be described for a person skilled in the
art to sufficiently embody the present disclosure. Various
embodiments of the present disclosure are different from each
other, but it should be understood that it is not necessary to be
mutually exclusive. For example, specific shapes, structures,
and characteristics described herein may be embodied as the
other embodiment without deviating from the sprit and scope
of the present disclosure. It should be understood that the
positions and disposition of individual constituent elements
in the disclosed embodiments may be changed without devi-
ating from the sprit and scope of the present disclosure.
Accordingly, the detailed description to be described later is
not understood as limitative meaning, and the scope of the
present disclosure is limited only by accompanying claims
with the entire scope equivalent to what is claimed by claims,
as long as the scope is appropriately described. In the draw-
ings, similar reference numerals and signs are the same over
various aspects or indicate similar functions.

FIG. 5 shows a induction motor driving system with single
power supply according to an embodiment of the present
disclosure. In an embodiment of the present disclosure, a new
induction motor driving system is disclosed in which a har-
monic ratio of a systematic power supply is minimized while
minimizing a power conversion device necessary in driving
the induction motor at a variable speed. In an embodiment,
the induction motor driving system is disclosed on the basis of
a 3-phase systematic power supply, but it is obvious that the
induction motor driving system according to an embodiment
of the present disclosure may be applied to a single-phase or
multi-phase systematic power supply of 4 phases or more,
and the present disclosure is not limited to the 3-phase sys-
tematic power supply.

The power conversion device shown in FIG. 5 is connected
to a rotor and plays a role of controlling a current of the rotor.
To drive the power conversion device, energy has to be sup-
plied. In the induction motor driving system shown in FIG. 3
and FIG. 4 in the related art, it is possible to transmit power
through a converter connected to an inverter. However, the
3-phase systematic power supply of the present disclosure is
connected to only stator coils, and the rotor is not connected
to a separate external power supply. Accordingly, it is neces-
sary to adjust power transmitted to the rotor through the stator
and adjust the power of the power conversion device con-
nected to the rotor. It is possible to perform a variable speed
control through such a proper control of the power conversion
device although the induction motor is directly connected to
the 3-phase systematic power supply, and it is possible to keep
a harmonic ratio of the systematic very low. In the structure
shown in FIG. 5, the power conversion device connected to
the rotor is present out of the induction motor, and thus a
slip-ring structure is necessary in the motor. The slip-ring is a
contactor attached to a rotor shaft to allow current to flow in
a rotor of the motor or an engine from the outside.

FIG. 6 shows an induction motor driving system with
single power supply using a PWM inverter according to an
embodiment of the present disclosure. The PWM inverter
connected to the rotor may be both of a single-phase inverter
and a multi-phase inverter, and may be a multi-polarity
inverter irrespective of the number of polarities. Generally,
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the single inverter is configured by connecting an IGBT ele-
ment to a reverse parallel diode, but the present disclosure is
not limited to this power elements.

FIG. 7 shows an inverter integrated induction motor driv-
ing system with single power supply according to an embodi-
ment of the present disclosure. The system shown in FIG. 7
shows the other structure of the induction motor driving sys-
tem with single power supply shown in FIG. 5 described
above. Since the power conversion device connected to the
rotor is present out of the induction motor, the power conver-
sion device may be attached to the rotor to remove the slip-
ring. It is a possible structure because the power conversion
device connected to the rotor is not connected to an external
additional power supply source, and thus it is possible to
embody a smaller and lower-price induction motor since the
slip-ring is removed. Since the 3-phase systematic power
supply is directly connected to the stator of the induction
motor as viewed from the outside, it is the same as the direc-
tion online start structure of the induction motor. However, it
is possible to perform a variable speed control and a torque
control of the induction motor through the power conversion
device of the rotor, and it is possible to keep the harmonic
ratio of the systematic power supply low.

FIG. 8 shows an inverter integrated induction motor driv-
ing system with single power supply using a PWM inverter of
an embodiment of the present disclosure. The PWM inverter
connected to the rotor may be both of a single-phase inverter
and a multi-phase inverter, and may be a multi-polarity
inverter irrespective of the number of polarities. Generally,
the single inverter is configured by connecting an IGBT ele-
ment to a reverse parallel diode.

FIG. 9 shows an inverter integrated induction motor driv-
ing system with single power supply to which a load is con-
nected according to an embodiment of the present disclosure.
In FIG. 9, it is possible to connect a voltage with magnitude
different from that of a power supply voltage to a separate
load, and it is possible to supply the voltage in an insulated
state.

FIG. 10 shows an equivalent model of a single power
supply induction motor according to an embodiment of the
present disclosure. The stator of the induction motor is con-
nected to a 3-phase systematic fixed alternating current power
supply, and a variable power supply is connected to the rotor,
to control a rotor motor. In this structure, kinds of targets
which the power conversion device connected to the rotor has
to control are two. The first is an instantaneous torque neces-
sary to drive the motor, and the second is power flowing
through the power conversion device connected to the rotor.

First, a control method of the instantaneous torque of the
induction motor may be known through an equivalent model
of the induction motor shown in FIG. 10. In the equivalent
model, there are three power supplies. A systematic power
supply connected to the stator and a rotor power supply gen-
erated by the power conversion device connected to the rotor
are two individual power supplies, and a power supply gen-
erated according to a driving state of the rotor is one depen-
dent power supply. The independent power supply connected
to the stator is the fixed power supply connected to the
3-phase systematic power supply, and the dependent power
supply generated equivalently in the rotor is determined
according to a driving condition of the induction motor.
Accordingly, in the system, the rotor power supply is varied to
control the rotor current, and the rotor current induces the
stator current to generate the torque of the motor.

When the current of the 3-phase alternating current motor
flows in stator coils of each phase, a current vector of each
phase is defined corresponding to a magnetic flux vector
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determined by a position of a coil of each phase and a mag-
nitude of a current moment value. A direction of a main
magnetic flux vector (a rotor magnetic field vector of a fre-
quency ) formed by synthesizing the magnetic flux vector of
each phase is taken as a d axis, a direction perpendicular
thereto is taken as a q axis, and a current vector formed by
synthesizing the current vector of each phase is divided into
components on a dq-axis coordinate rotating in synchroniza-
tion with the main magnetic flux vector and is controlled,
which is called a vector control of an alternating current
motor. The dg-axis coordinate system is rotated in synchro-
nization with the main magnetic flux vector, and thus each
synchronous dg-axis component is normally a direct current
amount. The d-axis current (magnetic flux current) that is a
component in the magnetic flux direction of the current vector
controls the magnetic flux, and the g-axis current (torque
current) of the component perpendicular to the magnetic flux
controls the torque. These are field current in the direction
alternating motor, and the magnetic flux is controlled by an
armature current. In the specification, the physical properties
such as the current, the voltage, and the magnetic flux are
defined by a d-axis and g-axis direction, and the d and q are
expressed by representing them by subscripts.

The following equation 1 is a stator and rotor voltage
equation of the induction motor representing FIG. 10 in a
general arbitrary w-based rotation coordinate system. This is
induced by Kirchhoff’s voltage law and Ohm’s law. The
equation 2 represents a stator and rotor magnetic flux in this
case, and the equation 3 is an instantaneous torque equation
generated in this case.

d Equation 1

Vo= Ruffy + 2 - o (E4 ]

L o d [ W
Vs = Rsige + d?t/qu + WAY,

L o d W w
vy, =R, + I[Adr — (0= w)AZ,

L £ d [ w
Vgr = Reig, + d?t/lq’ + (0 — wpAG,
XY = Ll + Lniy, [Equation 2]
X = L+ L,
A4 = Lt + L,
X = Ll + L,

3p [Equation 3]

Te = 55 LG5 = 18

When it is assumed that it is possible to control the rotor
current, it is possible to calculate the rotor voltage and the
stator current using the equation 1 to the equation 3 by the slip
condition in that case, and the instantaneous torque is gener-
ated.

The second is a power control of the rotor power conver-
sion device. The rotor power conversion device is not con-
nected to an external separate power supply source, and thus
a voltage to control the rotor current is generated using the
power transmitted from the stator to the rotor. Accordingly,
the rotor current has to be controlled such that the power
necessary to control the rotor current in the rotor is transmit-
ted from the stator to the rotor. The power necessary in the
rotor is a loss necessary in the operation of the power conver-
sion device. When the power conversion device connected to
the rotor is the PWM inverter using a generally used switch-
ing element as shown in FIG. 6 and FIG. 8, a switching loss of
apower semiconductor, an electric connection loss, a capaci-
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tor loss, a power supply necessary in an inverter controller, a
power necessary to drive a switch, and the like may be
included in the loss necessary in the operation of the power
conversion device.

FIG. 11 shows a power flow diagram of the single power
supply induction motor according to the present disclosure.
The power supplied as an input to the induction motor is Ps
input from the stator power supply. Although FIG. 11 repre-
sents the power supplied from the rotor power conversion
device to the induction motor, the rotor power conversion
device is not provided with a separate external power supply.
Therefore, actually, it is not permitted to supply the power,
and rather the power necessary to control the rotor current has
to be supplied to the power conversion device. And, since the
DC-link voltage of the power conversion device has to be
controlled, it is difficult to unconditionally receive the power
from the stator. For this, Pr that is the rotor power has to be
controlled to control the DC-link voltage. A copper loss and a
core loss in the motor may be represented by Ploss including
the losses of the rotor coils and the stator coils, and a mechani-
cal output that is an output of the induction motor is repre-
sented by Pm. In this case, the relational equation of the
power is represented as the equation 4.

PA+P =P, +P; .. [Equation 4]

FIG. 12 shows a control configuration diagram of a single
power supply induction motor 10 according to the present
disclosure. The induction motor 10 may include a stator 100,
a rotor 200, a power conversion device 300, and a control
circuit 400. An alternating current power 1 may be connected
only to the stator 100 of the induction motor 10. The load 500
may also be connected to the stator 100 of the induction motor
10. The load 500 may include mechanical load or source.

Inthe stator 100, a coil directly connected to the alternating
current power supply 1 is wound. The rotor 200 is supported
to be rotatably in the stator 100. The power conversion device
300 is attached to the rotor 200, and controls the rotor current
without connection of a separate external power supply. The
control circuit 400 is connected to the power conversion
device, and controls the power conversion device 300.

Specifically, the control circuit 400 includes a outer con-
troller 410, a rotor DC-link voltage controller 420, a current
command generator 430, and a current controller 440.

The outer controller 410 generates a torque command Te*
necessary to drive the induction motor 10. The outer control-
ler 410 may include a speed controller, and in the superordi-
nate system, an arbitrary torque command Te* may be deter-
mined.

The rotor DC-link voltage controller 420 generates a power
command Pr* of the rotor on the basis of the DC-link voltage
Vdc of the power conversion device.

The current command generator 430 generates a rotor cur-
rent command idqrw™* on the basis of the generated torque
command Te* and/or the generated rotor power command
Pr*.

The current controller 440 generates a voltage command
vdqrw* on the basis of the generated rotor current command
idqrw*, the DC-link voltage Vdc, and the rotor current idqrw.
The power conversion device 300 applies voltage to the rotor
200 to control the rotor current on the basis of the generated
voltage command vdqrw*.

The rotor current command idqrw* is determined by the
torque command Te* generated in the outer controller and the
rotor power command Pr* for controlling the DC-link voltage
Vdc of the power conversion device connected to the rotor.

The torque command Te* required in the outer controller
may be represented by a stator current, a rotor current, a stator
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magnetic flux, and an air-gap magnetic flux. When it is rep-
resented by the rotor magnetic flux A and the rotor current i
using the equation 3 and the equation 2 representing the
torque Te, it is represented as shown in the equation 5. The
rotor power Pr is determined by the rotor voltage v and the
rotor current i in the equivalent circuit shown in FIG. 9. The
rotor power Pr is represented as shown in the equation 6.

[Equation 5]

3P
T, = 55 Q4% - 25

[Equation 6]

3
- L {0
Py = 5 0d e +Varley)

3
FRALG + 1) + (0 = 0 iy = i)}

The rotor current command i* for synthesizing the torque
command Te* of the outer controller and the rotor power
command Pr* may be represented by the equation 7 and the
equation 8 through the equation 5 and the equation 6. The
rotor current command i* satisfying the conditions of the
equation 7 and the equation 8 may be represented by the
equation 9, and such a rotor current command i* plays a role
of the current command generator.

. 3P " " [Equation 7]

T, = 55(/\21!21 = Agig)
3 " " 3 " « 2 Equation 8
Pr= S0+t = SR + 174 S -0l (Fauation 8]
(l'(é/:’ f;:) = f(T:, P) [Equation 9]

The voltage relational equation and the torque equation of
the induction motor may be represented by an arbitrary coor-
dinate system. When they are represented by a rotor magnetic
flux coordinate system, the rotor magnetic flux of the equa-
tion 2 is represented by the equation 10.

No=Loiad+Liy

i S S

N/=Li 4L, [Equation 10]

In the rotor magnetic flux coordinate system, the equation
7 to the equation 9 may be simply represented by the equation
11 to the equation 13 by the condition of the equation 10.

3P [Equation 11]

. £
Te = =55l
P = [Equation 12]
3, 5. ey 3 2 a2y 3 -
z( 5,15, + V‘j]-rlé-r) = er(lgr + zgr )— z(w - w,)kﬁrzgr

(l'£: , l-g:) = [ (T, PY) [Equation 13]

The rotor current command i* may be generated using the
equation 7 to the equation 9. When the rotor coordinate sys-
tem is used, they are represented by the equation 11 to the
equation 13. The current command generator 430 may per-
form moment torque control driving of the induction motor
by the torque condition necessary to drive the motor and the
rotor power control for driving the rotor power conversion
device.

The rotor DC-link voltage controller 420 for controlling
the rotor DC-link voltage Vdc calculates the rotor power
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command Pr*, the current command generator 430 calculate
the current command i* for generating the torque of the
torque command while controlling the rotor DC-link voltage
Vdc. The rotor DC-link voltage controller 420 and the current
command generator 430 used herein may be embodied by
several cases. A function for calculating the current command
may be induced through the equation 11 to the equation 13.

FIG. 13 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to an embodiment of the present
disclosure. The rotor DC-link voltage controller 420 has a
type of feedback controller, measures an output value of a
target to be controlled, compares the output value with a
reference value or a set point to calculate an error, and calcu-
lates a control value necessary for the control using the error
value. The rotor DC-link voltage controller 420 may include
all of a P controller, PI controller, and a PID controller, and in
this embodiment, the PI controller 421 is used. The current
command generator 430 may generate the d-axis current
command id* and the g-axis current command iq* using the
equation 11 to the equation 13 on the basis of the torque
command Te* and the rotor power command Pr* of the volt-
age controller through the first current command generating
module 431.

FIG. 14 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to another embodiment of the
present disclosure. The rotor DC-link voltage controller 420
may include all of a P controller, PI controller, and a PID
controller, and in this embodiment, the PI controller 421 is
used. The current command generator 430 may generate the
g-axis current command iq* on the basis of the torque com-
mand Te* through the second current command generating
module 432, and may generate the d-axis current command
id* on the basis of the rotor power command Pr* of the
voltage controller and the g-axis current command iq*
through the third current command generating module 433.
Also inthis process, the equation 11 to the equation 13 may be
used.

FIG. 15 is a diagram illustrating internal structures of a
rotor DC-link voltage controller 420 and a current command
generator 430 according to still another embodiment of the
present disclosure. The rotor DC-link voltage controller 420
may include all of a P controller, PI controller, and a PID
controller, and in this embodiment, the PI controller 421 is
used. The current command generator 430 may generate the
g-axis current command iq* on the basis of the torque com-
mand Te* through the third current command generating
module 432, and may generate the d-axis current command
id* on the basis of the rotor power command Pr* of the
voltage controller through the fourth current command gen-
erating module 434. Also in this process, the equation 11 to
the equation 13 may be used, the rotor power command Pr* is
0 at the time of generating the g-axis current command iq*,
and the torque command Te* is O at the time of generating the
d-axis current command id*.

According to the present disclosure, it is possible to reduce
the necessary amount of the power conversion device by a
half or more, as compared with the induction motor structure
of the related art.

In addition, it is possible to smoothly control the variable
speed although the induction motor is directly connected to
the systematic power supply.

Furthermore, it is possible to lower the harmonic ratio of
various systematic power supplies including 3 phases.

The present disclosure has been described above by spe-
cific items such as specific constituent elements, the embodi-
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ments, and the drawings. However, they are provided merely
to help more overall understanding of the present disclosure,
but the present disclosure is not limited to the embodiments,
and a person skilled in the art may variously amend and
modify the description.

Accordingly, the sprit of the present disclosure should not
be determined to be limited to the embodiments described
above, claims to be described later and all the equivalent
modifications of claims belong to the scope of the sprint of the
present disclosure.

What is claimed is:

1. An induction motor comprising:

a stator in which coils directly connected to a single-phase
or 3-phase or more systematic power supply are wound;

a rotor that is supported to be rotatable in the stator;

apower conversion device that is formed on a surface of the
rotor and controls a rotor current without connection of
a separate external power supply; and

a control circuit that is connected to the power conversion
device and controls the power conversion device,

wherein the power conversion device is unwired to the
systematic power supply,

wherein the control circuit comprises a current controller
that generates a voltage command on the basis of a rotor
current command, a DC-link voltage of the power con-
version device, and a rotor current, and

wherein the power conversion device applies a voltage to
the rotor on the basis of the generated voltage command.

2. The induction motor according to claim 1, wherein the
power conversion device is an inverter using a power element.

3. The induction motor according to claim 1, wherein the
power conversion device is connected to a load and an insu-
lated voltage is transmitted to the load.

4. The induction motor according to claim 1, wherein the
control circuit further comprises:

an outer controller that generates a torque command nec-
essary to drive the induction motor;

a rotor DC-link voltage controller that generates a power
command of the rotor on the basis of the DC-link volt-
age;

a current command generator that generates the rotor cur-
rent command on the basis of the generated torque com-
mand and/or the generated rotor power command.

5. The induction motor according to claim 4, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
g-axis current command on the basis of the torque com-
mand, and generates the d-axis current command on the
basis of the power command of the rotor and the g-axis
current command, to generate the rotor current com-
mand.

6. The induction motor according to claim 4, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
g-axis current command on the basis of the torque com-
mand, and generates the d-axis current command on the
basis of the power command of the rotor, to generate the
rotor current command.

7. The induction motor according to claim 4, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
d-axis current command and the q-axis current com-
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mand on the basis of the torque command and the power
command of'the rotor, to generate the rotor current com-
mand.

8. The induction motor according to claim 4, wherein the
outer controller includes a speed feedback controller that
controls a speed of the rotor.

9. An induction motor comprising:

a stator in which coils directly connected to a single-phase

or 3-phase or more systematic power supply are wound;

a rotor that is supported to be rotatable in the stator;

a contactor that is attached to a rotor shaft to allow an
electric current to flow in the rotor from the outside;

a power conversion device that is connected to the rotor
through the contactor out of the rotor and controls arotor
current without connection of a separate external power
supply; and

a control circuit that is connected to the power conversion
device and controls the power conversion device,

wherein the power conversion device is unwired to the
systematic power supply,

wherein the control circuit comprises a current controller
that generates a voltage command on the basis of a rotor
current command, a DC-link voltage of the power con-
version device, and a rotor current,

wherein the power conversion device applies a voltage to
the rotor on the basis of the generated voltage command.

10. The induction motor according to claim 9, wherein the
power conversion device is an inverter using a power element.

11. The induction motor according to claim 9, wherein the
power conversion device is connected to a load and an insu-
lated voltage is transmitted to the load.

12. The induction motor according to claim 9, wherein the
control circuit further comprises:

an outer controller that generates a torque command nec-
essary to drive the induction motor;

a rotor DC-link voltage controller that generates a power
command of the rotor on the basis of the DC-link volt-
age.

13. The induction motor according to claim 12, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
g-axis current command on the basis of the torque com-
mand, and generates the d-axis current command on the
basis of the power command of the rotor and the g-axis
current command, to generate the rotor current com-
mand.

14. The induction motor according to claim 12, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
g-axis current command on the basis of the torque com-
mand, and generates the d-axis current command on the
basis of the power command of the rotor, to generate the
rotor current command.

15. The induction motor according to claim 12, wherein the
rotor current command includes a d-axis current command
and a q-axis current command, and

wherein the current command generator generates the
d-axis current command and the q-axis current com-
mand on the basis of the torque command and the power
command of'the rotor, to generate the rotor current com-
mand.

16. A control method of an induction motor, the method

comprising:

generating a torque command necessary to drive the induc-
tion motor including a stator in which coils directly
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connected to a single-phase or 3-phase or more system-
atic power supply are wound, a rotor that is supported to
be rotatable in the stator, a power conversion device that
is attached to the rotor and controls a rotor current with-

14

the torque command, and the d-axis current command is
generated on the basis of the power command of the
rotor and the g-axis current command, to generate the

rotor current command.

18. The control method ofthe induction motor according to
claim 16, wherein the rotor current command includes a
d-axis current command and a g-axis current command, and

wherein in the generating of the rotor current command,

the g-axis current command is generated on the basis of
the torque command, and the d-axis current command is
generated on the basis of the power command of the
rotor, to generate the rotor current command.

19. The control method ofthe induction motor according to
5 claim 16, wherein the rotor current command includes a

d-axis current command and a g-axis current command, and

wherein in the generating of the rotor current command,

the d-axis current command and the g-axis current com-

mand are generated on the basis of the torque command

20 and the power command of the rotor, to generate the
rotor current command.

out connection of a separate external power supply, and 5
a control circuit that is connected to the power conver-
sion device and controls the power conversion device;
generating a power command of the rotor on the basis of a
DC-link voltage of the power conversion device;

generating a rotor current command on the basis of the
generated torque command and/or the generated rotor
power command;

generating a voltage command on the basis of the gener-

ated rotor current command, the DC-link voltage, and
the rotor current; and

applying, by the power conversion device, voltage to the

rotor on the basis of the generated voltage command to
control the rotor current.

17. The control method of the induction motor according to
claim 16, wherein the rotor current command includes a
d-axis current command and a g-axis current command, and

wherein in the generating of the rotor current command,

the g-axis current command is generated on the basis of L
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